Features

- Vitreous china.
- Washout flushing action.
- 3/4" top spud.
- 14-1/8" (359 mm) extended rim.
- 0.125 gpf (0.47 lpf) to 1.0 gpf (3.8 lpf).
- WaterSense® compliant when used with WaterSense flushometer.
- Will replace K-4960-ET urinal.
- 26-7/8" (683 mm) x 18" (457 mm) x 14-1/8" (359 mm)

For complete listing of available colors, go to kohler.com.

Codes/Standards

ASME A112.19.2/CSA B45.1
ADA
ICC/ANSI A117.1
EPA WaterSense®
TAS

KOHLER® One-Year Limited Warranty

See website for detailed warranty information.

Product Specification

Urinal shall be 26-7/8" (683 mm) in height, 18" (457 mm) in width, and 14-1/8" (359 mm) in depth. Urinal shall be made of vitreous china. Urinal shall have washout flushing action. Urinal shall have 3/4" top spud and 14-1/8" (359 mm) extended rim. Urinal shall use 0.125 gpf (0.47 lpf) to 1.0 gpf (3.8 lpf) depending on flushometer specified. Urinal shall be WaterSense-compliant when used with a WaterSense flushometer. Urinal shall be K-4904-ET.
Technical Information
All measurements are approximate only.
Inlet size: 3/4"

Installation Notes
Install this product according to the installation guide.
Refer to manufacturer’s instructions and local codes for flushometer requirements.
Will comply with ADA when installed per Section 605 Urinals of the 2010 ADA Standards for Accessible Design.
ADA, TAS compliant when installed to the specific requirements of these regulations.